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BURNER SETUP: Unit # 1
Outage Inspection Sheet- Internal & external physical measurements of burner setup.
Reg vanes, shrouds & backplate positions are measured on both left & right Date 6/13/92
horizontal sides for average location. Inspections Aaron Nissen/ Garry Christensen
Reference Settings: Final Burner Setup on New Burners 5/92 By: David Spence/ Cecil James
IBrnr Location Outer Register Jinner Register Windbox Dampers NOTES: Outage Inspection tems
Wall [Pulv|[Brnr [Ntch OpnjAir Door Opening Shroud ]Backplate Opening Vane Handle (open) Pos Open |Dist btwn Dmpr
(Ext) Lft {int) JRgt (Int)lAve (Int) Hndl (Ext) }{int) Left (Ext) |Rght (Ext) |Ref {(Int) J(Ext) East (Int) [West (int)
Rear | D | 1 5 5/8 3 1/4
2 5 1/4 3 1/4
3 511/16 3 5/16
ath| 4 6 3 _7/8
5 5 3/4 3 13/16
6 5 3/8 3 3/4
H| 1 5 5/8 3 112 |
2 5 9/16 3 1/4
3 5 3/4 3 5/16
3rd| 4 6 1/4 311/16
5 6 11/16 4 1/4
6 5 15/16 4 1/4
cC| 7_116 3 12 [ |
2 611/16 3 172
3 6 1/16 3 3/4
2nd]| 4 6 _1/2 4 1/2
5 6 1/16 4 5/16
6 6 1/16 411/16
G| 1 6 1/2 3 12 |
2 7 1/16 3 3/4
3 9 3 5/16
ist] 4 8 1/4 4 1186
5 8 1/4 411/16
6 7 5/16 4 9/16

NOTES: 1. G3- Front Shroud removed/ Rear Shroud trimmed 3/4"
2. G4- Front Shroud removed
3. G5- Front Shroud removed
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